PPC 9434.1989(01)

MAR 17 1989

M. Joseph E. Cothern

Envi ronnmental Protection Specialist

Department of the Air Force

HQ Aerospace Gui dance and Metrol ogy Center (AFLC)
Newar k Air Force Station, GChio 43057-5000

Dear M. Cot hern:

This letter is in response to your letter dated February 2,
1989, in which you requested an assessnment and characterization
of beryllium wastes generated at Newark Air Force Station

In foll owup conversations with you on February 10, 1989 and
February 13, 1989 to obtain nore infornmation related to the
process involved, you indicated that the berylliumis generated
inthe formof a very fine dust. 1In order to neet the
Occupational Safety and Health Adm nistration (OSHA) worker
protection standards and the National Enm ssion Standards for
Hazardous Air Pollutants (NESHAPS), the airborne dust is
col l ected by vacuum hoods and directed through a two stage
filtration system As | understand the vacuumfiltration
process, the system consists of the follow ng conponents:

vacuum hood

10-f oot tube

air trap

cycl one hopper (with a bag filter [ ocated on top of hopper)
col l ecti on cont ai ner

vacuumunit (with three filters inside)

The dust-laden air initially enters the vacuum hood | ocat ed

on the ceiling of the grinding/polishing roomand travels up the
10-foot tube. It then enters an air trap in which heavier
particul ate matter is collected. The |ighter air-suspended
particles are then channeled into a cyclone hopper. A bag filter
is situated at the top of the hopper. This is the first
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filtration stage. The vacuum unit, which provides suction for
the entire system is attached to the outside of the hopper. The
vacuum uni t houses the final filtration elenment, which consists
of three filters. This second filtration stage traps the

remai ning dust in the air before it is discharged into the
ambient air.

The col l ection container is detached fromthe hopper and

vacuum unit when it is filled to capacity with dust, two percent
of which is beryllium It is then replaced with a new contai ner
The subsequent managenment practice is to stabilize/solidify the
dust in cenment prior to disposal. The container filled with
concrete (stabilized dust) is then sent off site to a disposa
facility.

The final filtration element, on the other hand, has never

been repl aced since the start-up of the operation. As I
understand the current operating procedures, the final filtration
contami nation renders it useless.

The material that you wish to characterize are fina

filtration elenent, the berylliumdust, and the dust collection
container. To identify the materials as hazardous waste under
Subtitle C of the Resource Conservation and Recovery Act, they
must first be classified as solid wastes under 40 CFR Section
261.2. Based on information you provided over the phone, the
final filtration elenment, the solidified dust (concrete), and the
cont ai ner holding the concrete are abandoned by | and di sposa

and, therefore, neet the definition of solid waste [40 CFR
Section 261.2(b)(1)].

based on the additional information you provided over the

phone about the subassenbly grinding/polishing and air filtration
process, | have concluded that the dust is not a comrercia
chemical product (i.e., POL5) and is not any other |isted
hazardous waste identified in 40 CFR Part 261, Subpart D. The
solidified dust, the container holding the solidified dust, and
the final filtration el ement contam nated with dust also are not
RCRA | i sted hazardous wastes. |If the dust does not exhibit a
hazar dous waste characteristic (prior to solidification) as
defined in 40 CFR Part 261, Subpart C, the dust is not a
hazardous waste and is not regul ated under RCRA Subtitle C
Also, if the filter element contam nated with the dust does not
exhi bit a hazardous waste characteristic once rendered usel ess,
it is not regulated under Subtitle C of RCRA
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